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RICHARDS BALANCE SYSTEM BREAKAWAYS

RICHARDS CXE-39 SINGLE USE
BALANCE SYSTEM BREAKAWAY
Single-use, non-poppeted vapor balance
breakaway. Designed for those who desire
single-use breakaway protection on
balance systems.

RICHARDS CX-41 RECONNECTABLE
BALANCE SYSTEM BREAKAWAY
Reconnectable and standard vapor poppeted balance
breakaway. Designed for those who desire reconnectable
breakaway protection that prevents vapors from escaping
during separation on balance systems. Minimizes
downtime, and allows all hose points to be back in
service as quickly as possible.

BREAKAWAYS
RICHARDS CXE-39 SINGLE USE BALANCE SYSTEM BREAKAWAY
Features:
• Disposable, shear pin design.
• Separates at 300 pounds of axial force.
• Durable, lightweight construction.
• Minimal pressure drop.
• Exterior cover.
• UL 567 Listed.
• CARB certified for all

balance systems.

RICHARDS CX-41 RECONNECTABLE BALANCE SYSTEM BREAKAWAY
Features:
• Separates at 300 pounds

of axial force.
• Push-back reconnect style.
• Durable, lightweight construction.
• Minimal pressure drop.
• UL 567 Listed.
• CARB certified for all

balance systems.
• Vapor poppeted.

UL®

Notice: Richards Industry, Inc. products must be used in compliance with applicable federal, state, provincial, and local laws and regulations. Product selection should be
based on physical specifications and limitations and compatibility with the environment and material to be handled. Richards Industry, Inc. makes no warranty of fitness for
a particular use. All illustrations and specifications in this literature are based on the latest production information available at the time of publication. Prices, materials,
and specifications are subject to change at any time, and models may be discontinued at any time, in either case, without notice or obligation.

UL®

4.9"

Ordering Specifications
Part No. Description
6039E CXE-39 Breakaway

4.87"

Ordering Specifications
Part No. Description
6041 CX-41 With Vapor Seal
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RICHARDS ASTRO 20
and 20B PRESSURE
SENSITIVE (3 ⁄ 4")
AUTOMATIC NOZZLES

960 3 ⁄ 4"
REUSABLE (4 TIMES)
The Richards 960 Multi-Shear
breakaway helps reduce or
eliminate damage resulting
from accidental drive away at
refueling stations. Instead of
costly down time, possible
hazardous fires, major spillage
and dispenser damage, the
960 disconnects in the event of
a pull away with the nozzle
still in the fill pipe, sealing
fuel flow in both directions.

Richards Astro 20 Series
nozzles are designed
with today’s consumer
in mind. Small, trim,
lightweight, easy and
convenient to use. The
Richards Astro 20 is a
rugged performer
that offers long life
and reliable service.

ASTRO 20 ASTRO 20B

RICHARDS CONVENTIONAL BREAKAWAYS

RICHARDS FR75D & FR75N
CONVENTIONAL FLOW LIMITERS
Flow Regulator for E.P.A. 10 G.P.M. regulation.
The FR75D to be installed at the dispenser.
The FR75N to be installed at the nozzle.

RICHARDS 147R
REDUCER BUSHING
Reduces from 1" NPT to 3/4" NPT.

FR75N FR75D

S E R V I C E S T A T I O N E Q U I P M E N T C O N V E N T I O N A L

920 3 ⁄ 4"
SINGLE-USE
Shear-Pin, “Single-Use”
Breakaway. The 920 breakaway
helps reduce or eliminate
damages resulting from
accidental drive away at
refueling stations. Instead of
costly down time, possible
hazardous fires, major
spillage and dispenser
damage, the 920 disconnects
in the event of a pull away
with the nozzle still in the fill
pipe, sealing fuel flow in
both directions. 

930 3 ⁄ 4"
RECONNECTABLE
The 930 is designed to be
lightweight, easy to reconnect
and to break at or under 350
pounds pull. The 930 has a tough
and enduring sleeve to protect
against damage due to a drive
away, meeting U.L. “567”
requirements. For proper operation
on high-hanging hoses, the
Richards 930  3⁄4" must always be
installed with a “straightening”
hose with a minimum length of 8".
For low-hose applications, the
Richards 930 should be installed
downstream of the retractor cable.
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RICHARDS CONVENTIONAL SWIVELS & SWIVEL BREAKAWAYS

MAX-FLEX (3 ⁄ 4" x 3 ⁄ 4" and 3 ⁄ 4" x 1")
SWIVEL
The swivel that will bend over backwards to reduce costly twisting and excessive
wear to the hose. With sleek and solid construction as well as superior
engineering, the “MAX-FLEX” possesses two (2) 360˚ swivel rotations.
The “MAX-FLEX” provides the best flow of any same-size swivel
in the industry with Viton® and Fluorosilicone seals and nylon bearing.

RICHARDS MAX-CAB SWIVEL 3 ⁄ 4"
CABINET SWIVEL
The compact design and durable construction makes this 3/4" Swivel
an obvious choice. With full 360° rotation and a 70° angle keeps hose
away from the cabinet. The double O-ring seal for extreme temperature
resistance. Cast aluminum body, Viton® and Fluorosilicone seals, 
nylon bearing.

RICHARDS MODEL 
No. 7 SWIVEL
The RICHARDS Model No. 7 Ball Swivel enhances free
movement of the nozzle, which means it is easier to
hang than a nozzle without a swivel. This patented ball
swivel also significantly reduces hose wear and twisting.

S-T-T-B (3 ⁄ 4" x 3 ⁄ 4" and 3 ⁄ 4" x 1")
SWIVEL BREAKAWAY
The 3/4" Swivel Breakaway is intended for easy installation at the nozzle inlet.
The compact, lightweight design incorporates a 360˚ swivel rotation at both the
male end and middle joint, with a simple and easily reconnectable breakaway
on the opposite end. Aluminum body, Viton® and Fluorosilicone seals and
stainless steel spring.

Notice: Richards Industry, Inc. products must be used in compliance with applicable federal, state, provincial, and local laws and regulations. Product selection should be
based on physical specifications and limitations and compatibility with the environment and material to be handled. Richards Industry, Inc. makes no warranty of fitness for
a particular use. All illustrations and specifications in this literature are based on the latest production information available at the time of publication. Prices, materials,
and specifications are subject to change at any time, and models may be discontinued at any time, in either case, without notice or obligation.
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RICHARDS ASTRO 20 and 20B NOZZLES
(3 ⁄ 4") AUTOMATIC NOZZLES

BREAKAWAYS

Features:
• One-piece spout - Innovative design eliminates

possible leak points, is lighter weight, and
interchangeable with Astro 20 Series spouts.
Replacement kits available from Richards. 

• Low-profile aluminum body - Light weight, easier to
handle, provides an attractive, image-enhancing
appearance.

• Full hand insulator - Protects both nozzle and
vehicle, and insulates users’ hands.

• Hold-open rack is available for full service
applications - The one-hand control means easy
setting to flow rate for customer convenience.

• Tuffgard™ lever and lever guard - For additional
durability to protect against rough handling.

• Blocker on lever guard - To help prevent the
nozzle from being jammed into open position
with a foreign object.

• UL and C of UL Listed - For gasoline, 
15% ethanol/methanol gasoline blends.

• Low reliable shut-off - Specially designed to
ensure proper shut-off as low as 3 gallons
per minute.

• Two-stage lever assembly - Provides a positive
shut-off, even if still being held in wide-open
position by user.

• Spout comes with No-Flo feature - Designed to
shut-off automati cally when the spout is tipped up,
limiting spillage.

• G threads (formerly BSPP) - Available by ordering
the Richards Astro 20 (3).

RICHARDS 920 3 ⁄ 4"
BREAKAWAY
Features:
• UL and C of UL Listed.
• Lightweight aluminum construction.
• Attractive - affordable.
• Low pressure drop.
• Dual poppets.

3.72"

Accessories
Part No. Description
503R / 503BR* Astro 20 Splatter Shield
300R / 503BR* Astro 20 Nozzle Cover
CO4589K Astro 20 & 20B Lead Replacement Spout
CO4591K Astro 20 & 20B No Lead Replacement Spout
*B Series Nozzle

Accessories
Part No. Description
490CS 920 Cover Set
21175 8" x 3/4" Spacer Hose 

Azure Blue
Green
Black
Light Blue
Blue

Orange
Chevron Red
Red
Chevron Blue
Silver

Gold
White
Yellow

Available Colors

RICHARDS 930 3 ⁄ 4"
RECONNECTABLE BREAKAWAY 
Features:
• Pull force of no more than 350 lbs.
• Super flow rate.
• Easy to reconnect.
• No repair kit needed.
• Can be used repeatedly.
• UL and C of UL Listed.
• Dual poppets.

Accessories
Part No. Description
4930CS 930 Cover Set
21175 8" x 3/4" Spacer Hose 

Ordering Specifications
Part No. Description
4930 3/4" (NPT) 

Ordering Specifications
Part No. Description
4920 3/4" Breakaway

RICHARDS 960 3 ⁄ 4"
REUSABLE (4 TIMES) BREAKAWAY 
Features:
• Four disconnects in each unit.
• Easy Turn-and-Click reset, 

No repair kit needed.
• Dry disconnects & reconnects.
• UL and C of UL Listed.
• Dual poppets.

Accessories
Part No. Description
21175 8" x 3/4" Spacer Hose 

Ordering Specifications
Part No. Description
4960 3/4" Breakaway

1.41"

3.6"

1.9"

4.5"

1.8"




